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> BOOK 5526

T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

The following field notes describe the dependent resurvey of
portions of the Sixth Standard Parallel North through Range 18
West, portions of the Fifth Guide Meridian West through Township
25 North, and a portion of the subdivisional lines, the
subdivision of sections 17, 18 and 31, and the metes-and-bounds
survey of The Mount Tipton Wilderness Area boundary, in Township
25 North, Range 18 West, Gila and Salt River Meridian, Arizona.

The Sixth Standard Parallel North, the Fifth Guide Meridian West,
and the North and East boundaries were surveyed by C. Burton
Foster in 1874, The Sixth Standard Parallel North was
independently resurveyed by H.G. Bardsley and Royston C. Durnford
in 1915. The Fifth Guide Meridian West and the north boundary
were independently resurveyed by H.G. Bardsley in 1915. The east
boundary was independently resurveyed by Sidney E. Blout in 1915.
The subdivisional lines were surveyed by Sidney E. Blout, E. J.
Lange and S. Frank Walters in 1915-16.

The survey was executed in accordance with the specifications as
set forth in the Manual of Surveying Instructions, 1973, and the
Special Instructions dated April 8, 1994, for Group No. 770,
Arizona,

Preliminary to the resurvey, the lines of the original survey
were retraced and search was made for all corners and other calls
of the record. Identified corners were remonumented in their
original positions; lost corners were restored and monumented at
proportionate positions based on the original record. The
retracement data were thoroughly verified and only the true Tine
field notes are given herein.

The directions of all lines were determined by direct hour angle
observations on the sun, and refer to the true meridian.
Distances and angles were measured with a Sokkia SET 2BII total
station instrument,

The geographic position of the standard corner of sections 33 and
34, as determined from a tie made to U.S. Geological Survey
triangulation station "PUTNAM 1958", hereinafter described, is as
follows:

Latitude: 35°30709.59" N. Longitude: 114°12707.76" W. NADZ27
The mean magnetic declination, as taken from quadrangle map MT.

TIPTON, ARIZ., published in 1968 by U.S. Geological Survey, is
15° E.
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4 BOOK 5526

Dependent Resurvey of a Portion of the 6th Stan. Par. N.,
through R, 18 W., Gila and Salt River Meridian, Arizona

CHAINS

Restoring the resurvey executed by
H. G. Bardsley and Royston C. Durnford in 13515,

Beginning at the stan. cor. of secs. 33 and 34, on the S. bdy. of
the Tp., determined from the original bearing trees

A pinyon pine, 8 ins. diam., bears N. 72 1/4° E., 22 lks.
dist., mkd. T25N R18W S34 BT (Record, N. 67 1/4° E.)

A stumphole, bears N. 46 1/2° W., 31 1ks. dist., with fallen
pinyon pine, B8 ins. diam., alongside mkd. T25N R18W 533
BT.
At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground, to bedrock, in a mound of stone, 2 1/2 ft.
base, to top, with brass cap mkd.

sC
T25N R18W

833i834

1995
from which a new hearing tree

A pinyon pine, 4 ins. diam., bears N. 30 3/4° W., 29 1lks.
dist., mkd. X BT.

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Found original granite stone, 20 x 8 x 6 ins., mkd. SC on face,
with 3 grooves on each side, lying loose nearhy.

Bury the granite stone alongside the stainless steel post.
Cor. is located on steep N. facing slope.

From this cor. point, U.S. Geological Survey triangulation
station "PUTNAM 1958", with published latitude of

35°28'50,155" N. and longitude of 114°15742.626" W., NAD27, bears
S. 65°41'37" W., (forward bearing) 295.50 chs. dist., monumented
with a standard brass disk, 4 ins. diam., cemented flush with the
surface of granite rock outcrop, with top of disk mkd. PUTNAM
1958 and a triangle.

S, BY°59’ W., on the S. bdy. of sec. 33, on the S. hdy. of the
Tp., along the Mount Tipton Wilderness Area Bdy.

Form 9600-10a (November [987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the 6th Stan. Par. N.,
through R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

44,20

25.136

36.81

Over mountainous land, through dense undergrowth,

The stan. 1/4 sec. cor. of sec. 33, monumented with a granite
stone, 22 % 10 x 8 ins., firmly set, projecting 13 ins. above
ground, mkd. SC 1/4 on N. face, with a mound of stone, 3 ft.
base, 2 ft. high, to the N.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, with brass cap mkd.

5C
T25N R18W
1/4 S33
1955

from which a new bearing object

An X BO chiseled on a granite boulder, 10 x 9 x 6 ft., bears
N. 4° W., 38 lks. dist.

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Bury the granite stone alongside the stainless steel post.

N. 89°58' W., beginning new measurement.
Over mountainous land, through dense undergrowth.

From this point, the closing cor. of secs. 4 and 5, T. 24 N.,

R. 18 W., bears South,, 0.07 chs. dist., monumented with an iron
post, 2 ins. diam., firmly set, projecting 17 ins. above ground,
in a mound of stone, 3 ft. hase, 1 1/2 ft. high, with brass cap

mkd., T25N R1BW S33 CC S5 S4 T24N R18W 1916.

Add the marks 1995 to the brass cap.

The stan. cor. of secs. 32 and 33, monumented with a granite
stone, 24 x 8 x 5 ins., firmly set, projecting 12 ins. above
ground, mkd. SC on the N. face, 4 grooves on the E. face and 2
grooves on the W. face, with a mound of stone, 3 ft. base, 2 ft,
high, to the N.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. 1in the ground, with brass cap mkd.

Forr 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER



6 BOOK 5526

Dependent Resurvey of a Portion of the 6th Stan. Par. N.,
through R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

&C
T25N R18W

832I833

1995
from which new bearing objects

A pinyon pine, 4 ins. diam., hears N, 54° E., 51.5 1ks.
dist., mkd. X BT.

An X BO chiseled on a granite boulder, 3 x 2 x 2 ft., bears
N. 45° W., 16 lks. dist.

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Bury the granite stone alongside the stainless steel post.

From the stan. cor. of secs. 31 and 32, monumented with a schist
stone, 19 x 9 x 6 ins., Firmly set, projecting 9 ins. above
ground, mkd, SC on the N. face, with 5 grooves on the E. face,
and 1 groove on the W. face.

from which

A juniper, 7 ins. diam., bears N. 68 1/2° E., 46 lks. dist.,
mkd, T25N R18W S32 BT on a partially healed blaze.

A dead and fallen oak, &5 ins. diam., bhears N. 53° W.,
169 1ks. dist., mkd. 5N R W 331 BT on a substantially
healed over blaze.

At the cor. point

Set a stainless steel post, 28 ins. Jong, 2 1/2 ins. diam.,
23 ins. in the ground, with brass cap mkd.

sC
T25N R18W

531|532

1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Bury the schist stone alongside the stainltess steel post.

Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER



7 ROOK 5526

Dependent Resurvey of a Portion of the 6th Stan. Par. N.,
through R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
West, on the S. bdy. of sec. 31, along the Mount Tipton
Wilderness Area Bdy.-

12.21 Paint for AP 13, sec. 6, T. 24 N., R. 18 W., as described in the
field notes of the concurrent metes-and-bounds survey of the
Mount Tipton Wilderness Area Bdy., T. 24 N., R. 18 W.

Leave the Mount Tipton Wilderness Area Bdy.

15.51 Point for AP 12, sec. 6, T. 24 N., R. 18 W., as described in the
field notes of the concurrent metes-and-bounds survey of the
Mount Tipton Wilderness Area Bdy., T. 24 N., R. 18 W.

Thence alang the Mount Tipton Wilderness Area Bdy.

19.59 Point for the stan. E. 1/16 sec. cor. of sec. 31.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
sC
TZ25N R18W
E 1/16 S31
1995
Deposit a magnet in a1l x 1 x 2 ins. white plastic case
beneath the stainless steel post.
Leave the Mount Tipton Wilderness Area Bdy.

39.598 The stan. 1/4 sec. cor. of sec. 31, monumented with a granite
stone, 11 x 8 x 3 ins., firmly set, projecting 9 ins. above
ground, mkd. SC 1/4 on the N. face, with a mound of stone, 3 ft.
base, 2 ft. high, N. of the cor.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
14 ins. in the ground, in a mound of stone, 4 ft. hase, to top,
with hrass cap mkd.
sC
TZ2E5N R18W
1/4 531
1955

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the 6th Stan. Par. N.,
through R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Bury the granite stone alongside the stainless steel post.
N. 89°46' W., beginning new measurement.

40.04 The stan. cor. of Tps. 25 N. Rs. 18 and 19 W., monumented with an
iron post, 3 ins. diam., firmly set, projecting 16 ins. above
ground, with a mound of stone to the N., 4 ft. base, 3 ft. high,
with brass cap mkd. T25N R19W R18W S36 S31 SC 1915.

Add the marks 1995 to the brass cap.

Dependent Resurvey of Portions of the 5th Guide Mer. W.,
through T. 25 N., Gila and Salt River Meridian, Arizona
Restoring the resurvey executed by
H. G. Bardsley 1915.

From the stan. cor. of Tps. 25 N. Rs. 18 and 19 W., hereinbefore

described.

N. 0°10’ E., bet. secs. 31 and 36, on the W. bdy. of the Tp.,
along the Mount Tipton Wilderness Area Bdy.

Desc., over mountainous land.

11.80 Center of wash, 32 lks. wide, 2 ft. deep, drains NW.

12.50 Center of wash, 38 lks. wide, 2 ft. deep, drains NNW, asc. over
mountainous land.

40.00 The 1/4 sec. cor. of secs. 31 and 36, monumented with an iron
post, 1 in. diam., firmly set, projecting 13 ins. above ground,
with a mound of stone to the W,, 3 ft. base, 2 ft. high, with
brass cap mkd. 1/4 $36 831 1915,

Add the marks T25N R19W R18W 1995 to the brass cap.
N. 0°107 W,, beginning new measurement.
Asc. over mountainous land.
9.29 Prominent high ridge, bears NNW and SSE, desc. over broken N.
slope.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



9 BOOK 5526

Dependent Resurvey of Portions of the 5th Guide Mer. W.,
through T. 25 N., Gila and Salt River Meridian, Arizona

CHAINS

39.88 The cor. of secs. 25, 30, 31 and 36, monumented with an ircon
post, 3 ins. diam., -firmly set, projecting 19 ins. above ground,
with a mound of stone to the W., 3 ft. base, 1 1/2 ft, high, with
brass cap mkd. T25N R19W R18W S25 S30 S36 S31 1915.
Add the marks 1995 to the brass cap.
Cor. is located in a barbed wire fence, 4 strands, bears E. and -
W.
Leave the Mount Tipton Wilderness Area Bdy.
N. 0°06’ E., bet. secs. 25 and 30.

3.31 Spur, slopes W.

39.85 The 1/4 sec. cor. of secs. 25 and 30, determined from local lot

cors. set by J.T. Jordan, Arizona Professional Engineer,

No. 1219, in 1959. These lot cors. are part of the subdivision
LAKE MOHAVE RANCHOS ESTATE, on file, and recorded at Mohave
County Recorders Office. This is accepted as the best available
evidence of the position of the original cor.

from which 1ot cors, set by Jordon

A rebar, 3/4 in. diam., firmly set, projecting 10 ins.
above ground, bears S§. 45°28" W., 21.2 ft. dist., with 1 x
2 ins. attached aluminum tag mkd. T25 R19 S25 257.

A rebar, 3/4 in. diam., firmly set, projecting B ins.
above ground, bears N. 5°11" W., 165.8 ft. dist.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
38 ins. in the ground, with brass cap mkd.

TE25N
RiSW R1B8W
1/4
SES[SBO
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

from which

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



10 BOOK 5526

Dependent Resurvey of Portions of the 5th Guide Mer. W.,
through T. 25 N., Gila and Salt River Meridian, Arizona

CHAINS

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set
22 ins. in the ground, for a reference monument, bears
N. 41°50' E., 42.6 ft. dist., with cap mkd. T25N R18W RM
42.6 FT TO COR 1995, and an arrow pointing to the cor.
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

A stainless steel post, 28 ins. long, 2 1/2 ins. diam., set’
24 4dns. in the ground, for a reference monument, bears
S. 33°48" E., 48.3 ft. dist., with cap mkd. T25N R18W RM
| 48,3 FT TO COR 1995, and an arrow pointing to the cor.
: Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Found the original iron post, 36 ins. Jlong, 1 in. diam., with
brass cap mkd. 1/4 S25 $30 1915 lying loose nearby.

Remove brass cap from iron post, and bury beneath the stainless
stee] post. Remove the iron post, impracticable to bury.

Cor. is located 10 ins. below the su~face of a graded dirt road,
10 ft. wide, bears N. and S,

N. 0°05" E., beginning new measurement.

Over rolling land, medium undergrowth.

40.05 The cor. of secs. 19, 24, 25 and 30, monumented with an iron
post, 3 ins. diam., firmly set, projecting 12 ins. above ground,
with brass cap mkd. T25N R19W R18W S24 5195 525 S30 1915.

Add the warks 1995 to the brass cap.

Cor. is located at intersection of fences, with 4 strand barbed
wire fences bearing M. and SSW.

From the cor. of secs. 13, 18, 19 and 24, monumented with an iron
post, 3 ins. diam, firmly set, projecting 24 ins. above ground,
in & mound of stone, 3 ft. hase, 2 ft. high, with brass cap mkd.
T25N R19W R18wW S13 S18 $24 S19 1915.

Add the marks 1995 tc the brass cap.

Cor. is located 2 1ks. E. of a fence cor., with 4 strand barhed
wire fences bearing N., 5., and W.

N. 0°147 W., het. secs. 13 and 18.

Over rolling Tland, medium undergrowth.

Furm 9600-10a (Novernher 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of Portions of the 5th Guide Mer. W.,
through T. 25 N., Gila and Salt River Meridian, Arizona

CHAINS
6.20 Center of wash, 2 chs, wide, 4 ft. deep, drains SW.

40.05 The 1/4 sec. cor. of secs. 13 and 18, monumented with an iron
post, 1 in. diam., firmly set, projecting 16 ins. above ground,
with brass cap mkd. 1/4 S13 S18 1915,

Add the marks TZ5N R19W R18W 1955 to the hrass cap.

Raise a mound of stone, 3 ft. base, to top around the iron post.

Car. is located 3 1ks. W. of a 4 strand bharbed wire fence, bears
E. and 4.

N. 0°15’ E., beginning new measurement.

Over ralling land, medium undergrowth.

40.03 The cor. of secs. 7, 12, 13 and 18, monumented with an iron post,
3 ins. diam., firmly set, projecting 9 ins. above ground, with
brass cap mkd. T25N R19W R18W S12 357 $13 S18 1915,

Add the marks 1995 to the brass cap.

Cor. is located at intersection of fences, with 4 strand barbed
wire fences bearing N. and E.

From the cor. of secs. 1, 6, 7 and 12, on the W. hdy. of the Tp.,
monumented with an iron post, 3 ins. diam, firmly set, projecting
18 ins. above ground, with brass cap mkd. T25N R19W R18W S1 S6
512 S7 1915.

Add the marks 1995 to the brass cap.

Cor. is located 28 1ks. N. of a fence cor., with 4 strand barbed
wire fences bearing N. and W.

N. 0°11' W., bet. secs. 1 and 6.
Over W. facing slope, moderate underarowth.

12.46 Point for AP B, sec. 6, on the Mount Tipton Wilderness Area Bdy.,
herainafter described.

Thence along the Mount Tipton Wilderness Area Bdy.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



12 BOOK 5526

Dependent Resurvey of Portions of the 5th Guide Mer. W.,
through T. 25 N., Gila and Salt River Meridian, Arizona

CHAINS

39.77 The 1/4 sec. cor. of secs. 1 and 6, monumented with an iron post,
1 in. diam., firmly set, projecting 24 ins. above ground, in a
mound of stome, 3 ft. base, 2 ft. high, with a mound of stone,
3 ft. base 2 ft. high, to the W., with brass cap mkd. 1/4 81 S&
1915, .
Add the marks T25N R19W R18W 1995 to the hrass cap.
Cor. is located on steep W. facing slope.
N. 0°01f E., beginning new measurement.
Over mountainous Tand.

6.30 Prominent high ridge, bears ENE and WNW.

26.50 Ridge, bears SE and NW, desc. broken N. slope.

39.39 Point for AP 7, sec. 6, on the Mount Tipton Wilderness Area Bdy.,
hereinafter described.
Leave the Mount Tipton Wilderness Area Bdy.

40.15 The cor, of Tps. 25 and 26 N., Rs. 18 and 19 W., monumented with

an iron post, 3 ins. diam., firmly set, projecting 11 ins. above
ground, with hrass cap mkd. T26N R19W R18W S31 S6 S1 836 1915
1994 as described in the field notes of the concurrent dependent
resurvey of a portion of the 5, Bdy., T. 26 N., R, 18 W.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. 1B w,, Gila and Salt River Meridian, Arizona

Restoring the survey executed by
Sidney E. Blout, E. J. Lange and S. Frank Walters, in 1915-16

From the stan. cor. of secs. 33 and 34, on the S. hdy. of the
Tp., hereinbefore described.

N. 0°07' E., bet. secs. 33 and 34, alang the Mount Tipton
Wilderness Area Bdy.

Over mountainous lands, through dense undergrowth,

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



13 BOOK 5526

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. 1B W., Gila and 5alt River Meridian, Arizona

CHAINS

39.88

40.22

40.01

The 1/4 sec. cor. of secs. 33 and 34, monumented with an iron
post, 1 in, diam., firmly set, projecting 3C ins ahove ground, in
a mound of stone, 3 ft. base, 2 ft. high, with a mound of stone,
2 ft. bhase, 1 ft. high, to the W., with brass cap mkd. 1/4 $33
834 1915. .

from which a new bearing cbject

An ¥ BO chiseled on a granite boulder, 7 x 7 x 5 ft., bears
N. 28 3/4° E., 14 Tks. dist.

Add the marks T25N R18W 1595 to the brass cap.

N. 007" W,, beginning new measurement.

The cor. of secs. 27, 28, 33 and 34, monumented with an iron
post, 2 ins. diam, firmly set, projecting 24 ins. above ground,
in a mound of stone, 3 ft. base, 1 ft. high, with bhrass cap mkd.
T25N R1BW $28 527 S33 534 1915,

from which a new bearing ohject

An X BO chiseled on a granite boulder, 4 x 3 x 3 ft., bears
N. 52 3/4° W., 20.5 1ks. dist.

Ade the marks 1995 to the brass cap.

Cor. is located on steep S. facing siope.

From the stan. cor. of secs. 32 and 23, on the S. bdy. of the
Tp., hereinbefore described.

N. 0°04* W., het. secs. 32 and 33, along the Mount Tipton
Wilderness Area Bdy.

Over mountainous land, dense undergrowth.

The 1/4 sec. cor. of secs. 32 and 33, determined at the center of
the original supporting mound of stone, 3 ft. base, 1 ft. high.

At the cor. point
Set a stainless steel post, 28 ins. leng, 2 1/2 ins. diam.,

21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



14 BOOK 5526

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
T25N R18W
1/4
532 ] 533
1295
from which new hearing trees
A pinyon pine, 4 ins. diam., bhears S. 53 1/2° W., 44.5 lXs.-
dist., mkd. X BT.
A pinyon pine, 8 ins. diam., bears N. 29° W., 147 lks.
dist., mkd. 1/4 32 BT,
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.
Original mound of stone now functions as a collar of stone.
N. 0°03" W., beginning new measurement.
4.90 Center of running wash, 45 lks., wide, 2 ft. deep, drains SW.
Begin steep asc. over S. slope of mountain.
40.15 The cor. of secs. 28, 29, 32 and 33, monumented with an iron

post, 2 ins. diam., firmly set, projecting 30 ins. above ground,
in a mound of stone, 4 ft. base, 2 ft. high, with brass cap mkd.
T25N R18W 529 S28 S32 S33 1815,

from which new bearing trees

A pinyon pine, 8 ins. diam., bears N. 49 1/4° E., 15 1Ks.
dist., mkd. T25N R18W S28 BT.

A pinyon pine, 4 ins. diam., bears N. 22° E., 17.5 lks.
dist., mkd. X BT.

Add the marks 1995 to the brass cap.

Cor. is located on steep E. facing slope.

From the cor. of secs. 27, 28, 33 and 34.

N. 89°54’ W., bet. secs. 28 and 33, along the Mount Tipton
Wilderness Area Bdy.

Over mountainous land.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines,

T. 25 N., R. 1B W., Gila and Salt River Meridian, Arizona

CHAINS

40.13

35,97

20.01

The 1/4 sec. cor. of secs. 28 and 33, monumented with an 1iron
post, 1 in. diam., firmly set, projecting 30 ins. above ground,
in a mound of stone, 2 ft. base, 1 ft. high, with a mound of
stone, 2 ft. bhase, 1 ft. high, to the N., with brass cap mkd. 1/4
528 S33 1916. .

from which a new bearing object

An X BO chiseled on a granite boulder, 5 x 4 x & ft., bears
M. 356° W., 12 lks. dist.

Add the marks T25N R18W 1995 to the brass cap.

N. 88°59" W., beginning new measurement.

The cor. of secs, 28, 29, 32 and 33.

From the 1/4 sec. cor. of secs. 16 and 17, monumented with an
iron post, 1 in. diam., firmly set, projecting 28 ins above
ground, in a mound of stone, 3 ft. base, 2 ft. high, with a mound
of stone, 3 ft. base, 2 ft. high, to the W., with brass cap mkd.,
1/4 S17 516 1916.

Add the marks T28N R18W 1995 to the brass cap.

Cor. is located 1 ch. N. of a wash, 12 lks., wide, 1 ft. deep,
drains SSE.

N. 0°03f E., bet. sec. 16 and 17, along the Mount Tipton
Wilderness Area Bdy.

Point for the N. 1/16 sec. cor. of secs. 16 and 17.

Set a stainless steel post, 28 ins. long, 2 1/2 1ins. diam.,
8 ins. in the ground, to bedrock, in a supporting mound of stone,
4 £t. bhase, to top, with brass cap mkd.

T25N R18W
N 1/16
S17 | s16
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Depencdent Resurvey of a Portion of the Subdivisional Lines,
T. 25 M., R. 18 W., Gila and Salt Fiuer Weridian, Arizona

UHAINN

40.02 The cor. of secs. 8, %, 16 and 17, monumented with an iron post,
2 ins. diam., firmly set, projecting 30 ins. above ground, in a
mound of stone, 4 ft. base, 2 ft. high, with a mound of stone, 3
ft. base, 2 ft. high, to the W., with brass cap mkd. T25N R18W S8
89 $17 S16 1916,

Add the marks 1935 to the brass cap.

Cor. is located 60 lks. W. of rocky wash, 30 lks. wide, 5 ft.
deep, drains NNW.

From the stan. cor. of secs. 31 and 32, on the S. hdy. of the
Tp., hereinbefore described.

N. 0°01f W., bet. secs. 31 and 32, along the Mount Tipton
Wilderness Area Bdy.

Over mountainous land.
20.035 Point for the S. 1/16 sec. cor. of secs. 31 and 32.

Set a3 stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, encircled with a collar of store, with
brass cap mkd.

T25N R18W
S 1/16
S31 | 522
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case
beneath the stainless steel post.

Leave the Mount Tipton Wilderness Area Bdy.

40.07 The 1/4 sec. cor., of secs. 31 and 32, monumented with an iron

| post, 1 in. diam., firmly set, projecting 30 ins. above ground,
in a mound of stone, 3 ft. base, 2 ft. high, with a mound of
stone, 3 ft. base, 2 ft. high, to the W., with brass cap mkd. 1/4
531 532 1916,

Add the marks T25N R18W 19385 to the brass cap.

Cor. is located on steep E. facing slope.
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

From the cor. of secs. 19, 20, 2% and 30, monumented with an iron
post, 2 ins. diam., firmly set, projecting 24 ins. above ground,
in a mound of stone, 3 ft. base, 2 ft. high, with a mound of
stone, 2 ft. base, 1 1/2 ft. high, to the W., with brass cap mkd.
TZ5N R18W S19 520 S$30 S29 1916.

Add the marks 1995 to the brass cap.

S. B%°56' W., het. secs. 19 and 30, along the Mount Tipton
Wilderness Area Bdy.

Desc. over mountainous land.

40.02 The 1/4 sec. cor. of secs. 19 and 30, monumented with an iron
post, 1 in. diam, firmly set, projecting 24 ins. above ground, in
a mound of stone, 3 ft. hase, 1 ft. high, with brass cap mkd. 1/4
519 S30 1916,

Add the marks TZ5N R1SW 1995 to the brass cap.

5. 89°82' W., beginning new measurement.

9.53 Point for AP 1, sec. 30, on the Mount Tipton Wilderness Area
Bdy., hereinafter described.

Leave the Mount Tipton Wilderness Area Bdy.

39.94 The cor. of secs. 19, 24, 25 and 30, on the W. bdy. of the Tp.,
hereinbefore described.

From the cor. of secs. 19, 20, 29 and 30.

N. 0°07’ E., bet. secs. 19 and 20, along the Mount Tipton
Wilderness Area Bdy.

Over mountainous land,

25.30 Top of ridge, bears E. and W.

39.99 The 1/4 sec. cor. of secs. 19 and 20, monumented with an iron
post, 1 in. diam., firmly set, projecting 28 ins. above ground,
in a mound of stone, 3 Ft. base, 2 ft. high, with a mound of
stone, 2 ft. base, 1 ft., high, to the W., with brass cap mkd. 1/4
§19 S20 191s6.

Add the marks T25N R1BW 1995 to the brass cap.

N. 0°03" W., beginning new measurement.
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. 1B W., Gila and Salt River Meridian, Arizona

CHAINS

30.40 Top of high prominent ridge, bears E. and W.

319.92 The cor. of secs. 17, 18, 19 and 20, monumented with an iron
post, 2 ins. diam., firmly set, projecting 22 ins. above ground,
in a mound of stone, 3 ft. hase, 1 1/2 ft. high, with brass cap
mkd. T25N R18BW S18 517 S19 S20 1916,

Add the marks 1995 to the brass cap.

Cor. is located on N. facing slape.

N. 89°59' W., bet. secs. 18 and 19, along the Mount Tipton
Wilderness Area Bdy.

Desc. over mountainous land.

40.0% The 1/4 sec., cor. of secs. 18 and 138, monumented with an iron
post, 1 in. diam., firmly set, projecting 15 ins. above ground,
in a mound of stone, 2 ft. base, 1 ft. high, with brass cap mkd.
i/4 18 519 1916.

Add the marks TZ25N R18W 1995 to the brass cap.
S, 85°59" W., beginning new measurement.

39.16 Point for AP 50, on the Mount Tipton Wilderness Area Bdy.,
hereinafter described.

Leave the Mount Tipton Wilderness Area Bdy.

39.92 The cor. of secs. 13, 18, 19 and 24, on the W. bdy. of the Tp.,
hereinbefore described.

From the 1/4 sec. cor. of secs. 17 and 18, monumented with an
iron post, 1 in. diam., firmly set, projecting 24 ins. above
ground, in a mound of stone, 3 ft. base, 2 ft. high, with a mound
of stone, 3 ft. base, 2 ft. high, to the W., with brass cap
erronecusly mkd. 1/4 S17 S18 1916.
Remark the brass cap to read.
T25N R18W
1/4
s18|817
1995
1916
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. i8 W., Gila and Salt River Meridian, Arizona

CHATINS
N. 0°107 £., het. secs. 17 and 18, along the Mount Tipton
Wilderness Area Bdy.

Over rolling hills.

11.85 Point for AP 30, sec. 18, on the Mount Tipton Wilderness Area
Bdy., hereinafter described.

Leave the Mount Tipton Wilderness Area Bdy.

12.40 Center of unimproved dirt road, 12 lks. wide, bears ENE and WSW.

12.91 Point for AP 29, sec. 30, on the Mount Tipton Wilderness Area
Bdy., hereinafter descrihed.

Thence along the Mount Tipton Wilderness Area Bdy.

£9.90 Center of wash, 1 ch. wide, 2 ft. deep, drains NW.

34.30 E. side of hogback ridge, bears E. and W,

392.99 The cor. of secs. 7, 8, 17 and 18, monumented with an iron post,
2 ins. diam., firmly set, projecting 33 ins. ahove ground, in &
mound of stone, 4 ft. base, 2 1/2 ft. high, with brass cap mkd.
T25N R1BW S7 S8 S18 S17 1916.

Add the marks 19395 to the brass cap.

Cor. is located 4 lks. N. of a cor. of fences, with 4 strand
barbed wire extending NNE and W.

From the cor. of secs. 8, 9, 16 and 17,

N. B89°40’ W., bet. secs. 8 and 17, along the Mount Tipton
Wilderness Area Bdy.

Over ralling hills.

19,580 Point For the E. 1/16 sec. cor. of secs. 8 and i7.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N Ri18W
S B
E 1/16 —
S17
1995
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona
CHAINS %
Deposit a magnet in a1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
¢ 39.80 The 1/4 sec. cor. of secs. 8 and 17, monumented with an iron
post, 1 in. diam, firmly set, projecting 12 ins. above ground,
with a mound of stone, 2 ft. hase, 1 ft. high, to the N., with
brass cap mkd. 1/4 S8 S17 1516.
N. 89°47' W., beginning new measurement.
. 39.87 The cor. of secs. 7, 8, 17, and 18.
|
S. 89°59' W., bet. secs. 7 and 18.
Desc. over rolling land.
39.97 The 1/4 sec. cor. of secs. 7 and 18, monumented with an iraon
post, 1 in. diam, firmly set, projecting 16 ins. above ground, in
a mound of stone, 3 ft. base, to top, with brass cap erroneously
mkd. S8 i1/4 517 1916,
Remark the brass cap to read.
| T25N R18W
) g 7
1/4 —
518
1995
Cor. is located 4 lks. N,, of a 4 strand barbed wire fence, bears
E. and W.
N. B9°54’ W., beginning new measurement.
I
| 40.17 The cor. of secs. 7, 12, 13 and 18, on the W. hdy. of the Tp.,
hereinbefore described.
| From the cor. of =secs. 7, B, 17 and 18.
N. 0°02f E£., het. secs. 7 and 8, along the Mount Tipton
Wilderness Area Bdy.
Over rolling hills.
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 25 N., R, 18 W., Gila and Salt River Meridian, Arizona

CHAINS
5.55 Point for a witness point, determined from local lot cors. set by
J.T. Jordan, Arizona Professional Engineer No. 1219, in 1959.
These lot cors. are part of the subdivision LAKE MOHAVE RANCHOS
UNIT 16, on file, and recorded at Mohave County Recorders Office.
fFrom which lot cors. set by Jordon
A rebar, 3/4 in. dism., firmly set, projecting 8 ins. above-
ground, bears N. B9°55’ W., 584.6 ft. dist., with
attached, 1 x 2 ins. aluminum tag, wkd. J.T. JORDAN
ENGINEERING INC. T25N R18W S7 UNIT 16 BLK V LOT 4
A rebar, 3/4 in. diam., firmly set, projecting 8 ins.
above ground, hears N. 89°55" W., 1166.4 ft. dist.
Set a stainless steel post, 28 ins., long, 2 1/2 ins. diam.,
20 ins. in the ground, to bedrock, in a mound of stone, 3 ft.
base to top, with brass cap mkd.
WP
T25N R18W
MTWA
S7 | 58
1995
Deposit a magret ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
31.10 Top of prominent ridge, bears NE and SW.
39.93 The 1/4 sec. cor. of secs. 7 and 8, monumented with an iron post,
1 in. diam., firmly set, projecting 24 ins., above ground, in a
mound of stone, 3 ft. base, 2 ft. high, with brass cap mkd. 1/4
57 58 1916
Add the marks T25N R1BW 15695 to the brass cap.
N. 0°03' E., beginning new measurement.
Over rolling hills.
2.11 Point for a witness point, determined from local lot cors. set by
J.T. Jordan, Arizona Professional Engineer No. 1219, in 1955,
These lot cors, are part of the subdivision LAKE MOHAVE RANCHOS
UNIT 16, on file, and recorded at Mohave County Recorders Office.
from which lot cors. set by Jordan
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Dependent Resurvey of a Portion of the Subdivisional Lines,

T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

39.60

40.04

39.96

A rebar, 3/4 in. diam.
above ground, hears

firmly set, projecting B ins.
. 89°hKK" W., 39,7 ft. dist.

Wy

A rebar, 3/4 in. diam., firmly set, projecting 12 ins.
above ground, bears N. 13°59* W., 165.5 ft. dist., with
attached, 1 x 2 ins. aluminum tag, mkd. J.7. JORDAN
ENGINEERING INC. T25N R184W S7 UNIT 16 BLE V LOT 7

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to bedrock, in a mound of stone, 3 ft.
base to top, with brass cap mkd.

WP
T25N R18W
MTWA
57| s8
1995

Deposit a magnet im a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Cor. is located in a 4 strand barbed wire fence, bears N. and S.
Center of rocky wash, 20 ft. wide, B ft. deep, drains WSW.

True point for the cor. of secs. 5, 6, 7, and 8, determined at
proportionate dist. from the original witness cor. True point
falls on a rock face, where it is impracticable to establish a
permanent monument,

From this point, the original witness cor. to secs. 5, 6, 7 and
8, monumented with an iron post, 2 ins, diam., firmly set,
projecting 30 ins. above ground, in a mound of stone, 2 ft. base,
1 1/2 ft. high, with a mound of stone, 2 ft. base, 1 ft. high, to
the W., with brass cap mkd. WC T25N R18W S6 S5 S7 S8 1916, bears
N. 0°03f E., 0.25 chs. dist. Add the marks 1995 to the brass
cap.

M. 89°53’ W., bet. secs. 6 and 7, along the Mount Tipton
Wilderness Area Bdy.

Over rolling hills.

The 1/4 sec. cor. of secs. 6 and 7, monumented with an iron post,
1 in. diam., Firmly set, projecting 30 ins. above ground, in a
mound of stone, 4 ft. base, 2 ft. high, with a mound of stone, 3
ft. base, 2 ft. high, to the N., with hrass cap mkd. 1/4 S6 S7
1916.
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Depencent Resurvey af a Portion of the Subdivisional Lines,
T. 25 N., R. 18 W., Gila and Sa?t River Meridian, Arizona

CHAINS

40.12

39.98

£§0.00

Add the marks T25M R18W 1995 to the brass cap.
Cor. is located on spur, slopes S.

Leave the Mount Tipton Wilderness Area Bdy.

S. 89°59’ W., beginning new measurement.
Over ralling land, medium undergrowth.

The cor. of secs. 1, 6, 7, and 12, on the W. hdy. of the Tp.,
hereinbefore described.

Subdivision of Section 17,
T, 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

From the 1/4 sec. cor. of secs. 17 and 20, monumented with an
iron post, 1 in. diam, firmly set, projecting 29 ins. ahove
ground, in a mound of stone, 3 ft. base, 2 ft. high, with brass
cap wkd, 1/4 817 S20 1916.

Add the marks T25N R1BW 1995 to the brass cap.

Cor. is located within the Mount Tipton Wilderness Area, on
steep, N. facing siope.

N. 0°07" E., on the N. and 5. center line of sec. 17.
Over mountainous land.

Point for the center 1/4 sec. cor. of sec. 17, at intersection
with the E. and W. center 1line of sec. 17.

Set a stainless steel past, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to hedrock, in a mound of stone, 5 ft.
hase, to top, with brass cap mkd.
TZ25N R18W
cis4 517
1955

Deposit a magnet ina 1 x 1 x 2 ins., white plastic case beneath
the stainless steel post.

Thence along the Mount Tipton Wilderness Area Bdy.

Point for the center N. 1/16 sec. cor. of sec. 17.
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Subdivision of Section 17,
T. 26 N., R. 18 W., Gitla and Salt River Meridian, Arizona
| cuans
‘ Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
! 16 ins. in the ground, to bedrock, in a mound of stone, 4 ft.
; base, to top, with brass cap mkd.
i
| T25N R18W
! C
N1/16] 817
| ¢
1985
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Leave the Mount Tipton Wilderness Area Bdy.
80.02 i The 1/4 sec. cor. of secs. 8 and 17.
From the 1/4 sec. cor. 16 and 17.
N. 835°43" W., on the E. and W. center line of sec. 17, aiong the
Mount Tipton Wilderness Area Bdy.
19.93 Point for the center E. 1/16 sec. cor. of sec. 17.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
E 1/16
C—————C
817
1985
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
teave the Mount Tipton Wilderness Area Bdy.
| 39.86 The center 1/4 sec. cor. of sec., i7.
i
Thence along the Mount Tipton Wilderness Area Bdy.
79.77 The 1/4 sec. cor. of secs. 17 and 18.
NE 1/4
From the center E. 1/16 sec. cor. of sec. 17.

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER




* BOOK 5526

Suhdivision aof Section 17,
T. 25 N., R. 1B W., Gila and Salt River Meridian, Arizona

CHAINS

N. 0*05’ E,, on the N. and S. center line of the NE 1/4 of sec.
17, along the Mount Tipton Wilderness Area Bdy.

20.01 Point for the NE 1/16 sec. cor. of sec. 17, at intersection with
the E. and W. center line of the NE 1/4 of sec. 17.

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
10 irs. in the ground, to bedrock, in a mound of stone, 4 ft.
base, to top, with brass cap mkd.

T25N RigW
NE 1/16 817
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Leave the Mount Tipton Wilderness Area Bdy.

40.02 The E. 1/16 sec. cor. of secs, 8 and 17.

From the N. 1/16 sec. cor. of secs. 16 and 17,

N. 88°42’ W., on the E. and W. center line of the NE 1/4 sec 17.
19.91 The NE 1/16 sec. cor. of sec. 17.

Thence along the Mount Tipton Wilderness Area Bdy.

39.82 The center N. 1/16 sec. cor. of sec. 17.

Subdivision of Section 18,
T. 25 N., R, 18 W., Gila and Salt River Meridian, Az.

From the 1/4 sec. cor. of secs. 17 and 18.
M. 89°59" W., on the E. and W. center line of sec. 1B.

15.04 Point for AP 35, sec. 18, on the Mount Tipton Wilderness Area
Bdy., hereinafter described.

17.52 Point for AP 25, sec. 18, on the Mount Tipton Wilderness Area
Bdy., hereinafter described.

79.45 Point for AP 10, sec. 18, on the Mount Tipton Wilderness Area
Bdy., hereinafter described.
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Subdivision of Section 18
T. 25 N., R. 18 ., Gila and Salt River Meridian, Arizona

CHAINS
80.20

20.055

40.11

80.07

The 1/4 sec. cor. aof secs. 13 and 18, on the W. bdy. of the Tp.

Subdivision of Section 31,
T. 25 N., R. 18 w., Gila and Salt River Meridian, Az.

From the stan. 1/4 sec. cor. of sec. 31, on the 2. hdy. of the
Tp.

N. 0°04f E., on the N. and S. center line of sec. 31.
Over mountainous land.
Point for the center §. 1/16 sec. cor. of sec. 31,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground, to bedrock, in a mound of stone, 5 ft,
base to top, with brass cap mkd.

T25N R1BW
C
S1/16] S31
C

1995

Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Cor. is located on high plateau, hears dirregularly N. and S.

Point for the center 1/4 sec. cor. of sec. 31, at intersection
with the E. and W. center line of sec. 31.

Set a stainless steel! post, 28 ins. long, 2 /2 ins. diam.,
23 ins. in the ground, encircled with a cellar of stone, with
brass cap mkd.

T25N R18W
£1/4 531
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.

The 1/4 sec, cor. of secs. 30 and 31, monumented with an fdron
post, 1 in. diam., firmly set, projecting 30 ins. above ground,
in a mound of stone, 3 ft. hase, 2 ft. high, with a mound of
stone, 3 ft. base, 1 1/2 ft. high, to the N., with brass cap mkd.
1/4 S30 S31 1816.
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Subdivisinon of Section 31,
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

Add the marks T2Z5N R18W 1995 to the brass cap.

From the 1/4 sec. cor. of secs. 31 and 32.

N. 89°56° W,, on the E. and W. center line of sec. 31.
Over mountainous land, sparse undergrowth.

19.955 Point for the center E. 1/16 sec. cor. of sec. 31.

Set a stainless steel post, 28 ins. leong, 2 1/2 ins. diam.,
17 ins. 1in the ground, tn bedrcck, in a mound of stone, 4 ft.
hase to top, with brass cap mkd.

T25N R18W
E1/16
cC————C
g31
1995

Deposit a magnet ina l x 1 x 2 ins. white plastic case beneath
the stainless steel post.

39.91 The center 1/4 sec. cor, of sec. 31.
79.88 The 1/4 sec. cor. of secs. 31 and 36, on the W. hdy. of the Tp.
SE 1/4

From the stan. £. 1/16 sec. cor. of sec 31, on the S. hdy of the
Tp.

N. D°02' E., on the N. and S. center line of the St 1/4 of seac.
31, along the Mount Tipton Wilderness Area Bdy.

20.05 Point for the SE 1/16 sec. cor. of sec. 31, at intersection with
the E. and W. center line of the SE 1/4 sec. 31.

Set g stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
13 ins. in the ground, to bedrock, in a supporting mound of
stone, & ft. base, to top, with hrass cap mkd.

T25N R1EBW
SE 1/16 S3l
1395

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
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Subrlivision of Section 31,
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
teave the Mount Tipton Wilderness Area Bdy.
40.10 The center E, 1/16 sec. cor. of sec. 31.
From the S. 1/16 sec. cor. of secs. 31 and 3Z.
N. 88°58" W., on the £. and W. center line of the SE 1/4 of sec.
31., along the Mt. Tipton Wilderness Area Bdy.
19.97 The SE 1/16 sec. cor. of sec. 31,
Leave the Mount Tipton Witderness Area Bdy.
39.94 The center S. 1716 sec. cor. of sec. 31.
Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.,
T. 25 N., R. 18 W., Gila and Sait River Meridian, Arizona
In Sec. 1
From AP 1, sec. 1, on the N. hbdy. of the Tp., identical with AP
4, sec. 36, T. 26 N., R. 18 W., monumented with a stainless steel
post, 2 1/2 ins. oiam., firmly set, projecting 8 ins. above
ground, in a mound of stone, 2 1/2 ft. hase, to top, with brass
cap mkd. T26N R18W 536 AP4 AP1 51 T25N MTWA 1994 as described in
the field notes of the metes-and-bounds survey of the Mount
Tipton Wilderness Area Bdy., 7. 26 N., R. 18 W., executed
concurrently under this same group.
S. 68°*55" W., on line 1-2.
7.89 Point for AP 2, sec. 1.
Set a stainless steel post, 28 ins. Tong, 2 1/2 dins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
\S]/'
AP2
MTWA
1995
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridiar, Arizona

CHAINS

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

N. 74°47" W., on line 2-3.

10.66 AP 3, sec. 1, on the N. bdy. of the Tp., identical with AP 5,
sec. 36, T. 26 N., R. 18 W., monumented with a stainless steel
post, 2 1/2 ins, diam., firmly set, projecting 17 ins. abhove
ground, in a supporting mound of stone, 4 1/2 ft. base, to top,
with hrass cap mkd. T26N R18W APS5 S36 S1 AP3 MTWA T25N 1994 as
described in the field notes of the metes-and-hounds survey of
the Mount Tipton Wilderness Area Bdy., T. 26 N., R. 18 W.,
executed concurrently under this same group.

From AP 4, sec, 1, on the N. hdy. of the Tp., identical with AP
11, sec. 36, T. 26 N., R. 18 W., monumented with a stainiess
steel post, 2 1/2 ins. diam., firmly set, prcojecting 18 ins.
above ground, in a supporting mound of stone, 4 1/2 ft. hase, to
top, with brass cap mkd. T26N R1EW S36 AP11 AP4 S1 T2L5N MTWA
1994, as described ir the fi2ld notes of the metes-and-bounds
survey of the Mount Tipton Wilderness Area Bdy., T. 26 N.,

R. 18 W., executed concurrently under this same group.

S. 74°53" W., on line 4-5,
2.48 Point for AP 5, sec. 1.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
hBrass cap mkd.

T25N R1aw
W

APH
MTWA
1935

Depos®t a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

N. 68°247 W., cn line 5-6.
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Metes-and-Bounds Survey of the
Mount Tipton Wildernass Area Bdy.
T. 25 N., R, 18 W., Gila ancd Salt River Meridian, Arizona

CHAINS

1.75 AP B, sec., 1, on the N. bdy. of the Tp., identical with AP 12,
sec. 36, T. 26 N., R. 18 W., monumented with a stainless steel
post, 2 1/2 ins. diam., firmly set, projecting 7 ins. above

| ground, with hrass cap mkcd. T26N RI18W AP12 S36 S1 APS MTWA T25N
1994, as described in the field notes of the metes-and-hounds
survey of the Mount Tipton Wilderness Area Bdy., T. 26 N.,

R. 18 W., exacuted concurrently under this same group.

Irn Sec. 6

From the point for AP 1, sec. 6, on the N. hdy. of the Tp.

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

From this cor. point, the cor. of Tps. 25 and 26 N., Rs. 18 and
19 W., hereinbefore described, bears S. 89°24" W., 15.01 chs,
dist.
S. 0°01" W., on line 1-2.
0.76 Point for AP 2, sec. 6.
Set a stainless steel post, 28 ins. Yong, 2 1/2 ins. diam,,
24 dns. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
56
Ap 2
MTWA
1995

Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Cor. is located on Mt. Tipton Water Company right-of-way.

Form 9600- 10a (November 1957) USD-BLM FIELD NOTE PAPER
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Metes—and-Bounds Survey of the
Haunt Tipten Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Ar-izona

T

CHAIN®
S, B9 74 W., on linse Z2-3,
1.00 Point for AP 3, sec. 6.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
15 ins. in the ground, to hedrock, in a mound of stone, 3 ft.
hase to top, with brass cap mkd.
T25N R18W
S6
AP 2
MTWA
1985
Deposit a maghet ina 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
Cor. 1is located on Mt. Tipton Water Company right-of-way.
S. 0°28' E., on line 3-4,
2.51 Point for AP 4, sec. 6.
Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
23 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
56
AP 4
MTWA
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Cor. is Tocated on Mt. Tipton Water Company right-of-way.
S. 89°32F W., on line 4-5.
1.89 Point for AP 5, sec. 6.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
18 ins. in the ground, to bedrock, in a mound of store, 4 ft.
base, to top, with brass cap mkd.

Farm 960G-10a (November 1987} USDIE-BLM FIELD NOTE PAPER
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Metes-and-Bounts Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
T25N RI8W
APS
MTWA S6
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Cor. is located on Mt., Tipton Water Company right-of-way.
N. O0°287 W., on line 5-6.
2.581 Point for AP 6, sec. 6.
Set a stainless steel post, 28 ins., long, 2 1/2 ins. diam.,
23 ins. in the ground, encircled with a collar of store, with
brass cap mkd.
T25M R18W
AP& | S6
MTWA
1955
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Cor. i3 located on Mt. Tipton Water Company right-of-way.
S, 89°24" W., on line 6-7.
12.12 Paint for AP 7, sec. 6, on the line het. secs. 1 and 6, on the W.
bdy. of the Tp.
Set a brass tabTet, 3 1/4 1ins. cdiam,, 3 1/2 ins. stem, in a drill
hnle, cemented in place, on a boulder 3 x 2 1/2 x 1 1/2 ft., with
top mkd.
T25N
R19W R18W
S6
g1
AP7
MTWA
1995
Deposit a magret, 1 x 7/8 ins. beneath brass tablet.

Farm 9600- 10 (Navember 1987 USDI-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R, 18 W., Gila and Salt River Meridian, Arizona

CHAINS |
Cor. is Yocated on Mt. Tipton Water Company right-of-way.

From this cor. point, the cor. of Tps. 25 and 26 N., Rs. 18 and
19 W., hereinhefore described, bears N. 0°Q1” E., 0.76 chs. dist.

From the point for AP 8, sec. 6, on the line bet. secs. 1 and 6,
on the W. bdy. of the Tp. |

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ine. in the ground, encircled with a collar of stone, with
hrass cap mkd.

TE5N
R19W  R18W
MTWA
st AP

s6
1955

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Cor. is located 23 lks. W. of a barbed wire fence, 4 strand bears
N, and S.

From this cor. point, the cor. of secs. 1, 6, 7 and 12, on the W.
bdy. of the Tp., hereinbefore described, hears S. 0°11' E., 12.46
chs. dist.

S, 13°30" E., on line 3-9.
2.20 Point for AP 9, sec. 6.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N R18W

MTUWA

56 APS
1995

Deposit a magnet ina 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.

Cor. is located 30 lks. E. of a barhed wire fence, 4 strand bears
N. and S.

Farm 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Metes-and-Bouncds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona
CHAINS
S. 0°277 W., on line 9-10.
9.33 Point for AP 10D, sec. B.
Set & stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 inz. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N RI18W
MTWA
S6 AP1D
1995
Deposit a magnet inal x 1 x 2 ins. white plastic case heneath
the stainless steel post.
S, 86°51' E., on 1ine 10-11.
6.98 Point for AP 11, sec. 6.
Set a stainless steel post, 2B ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
MTWA
AP11
P —
S6
1995
] Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S. 88°567 E., on line 11-12.
32.76 AP 12, identical with the 1/4 sec. cor. of secs. 6 and 7,
hereinhefaore described.
In Sec. 18
from AP 1, sec. 18 identical with the cor. of secs. 7, 8, 17 anc
18, hereinbhefore described.
S, B9°52' W., on line 1-2.
Form 9600-10a (Nevember [957) USTH-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
20.28 Paint for AP 2, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground, to hedrock, in a mound of stone, 2 ft.
base, to top, with brass cap mkd.
T25N R1ay
S18 | AP2
MTWA
1995
Deposit a magnet in a1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S, 0°197 W., on line 2-3.
1.13 Point far AP 3, sec 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
18 ins. in the ground, to bedrock, in a mound of stene, 3 ft.
hase, to top, with brass cap mkd.
T25N R18W
s18 l MTWA
AP3
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S, B9°36° W., on line 3-4,
1.32 Point for AP 4, sec. 18.
Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam,,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R1BW
AP4
MTWA | S18
1595
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Form 9600-10a (November 1987) US[-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Sait River Meridian, Arizona
CHAINS
N. 3°51" W., an Tine 4~5,
1.16 Point far AP 5, sec. 18.
1
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. 1in the ground, to bedrock, in a mound of stone, 2 ft.
hase, to top, with brass cap mkd,
T25N R18W
APSI
MTwa | S18
1995
Depnsit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S. 8%9"45" W., on Tine 5-6,
6.47 Point for AP 6, sec. 1B.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
10 ins. in the ground, to bedrock, supported in a mound of stone,
4 ft. bhase, to top, with brass cap mkd.
TZ5N R18W
sS18
AP &
MTWA
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Cor., is located ! Tk. 8. of 4 strand barbed wire fence, bears E.
i and W.
M. 83°56" W., on line 6-7.
24,69 Point for AP 7, sec. 18,
Set a stainless steel post, 2B ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to bedrock, in a mound of stone, 2 ft.
hase, to top, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Meunt Tipton wWilderness Area Bdy.
T. 25 N., R. 1B W., Gi'a and Sa’t River Meridian, Arizona

CHAINS
T25N R18W
518
AP 7
MTWA
1995
NDeposit a magnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
Cor. is Tocated 1 k. S. of 4 strand barbed wire fence, bears E.
and W.
N. B9°S56" W., on line 7-8.
25.31 Point for AP 8, sec. 1B.
Set a stainless steel post, 28 1ins. long, 2 1/2 ins. diam.,
18 1ins. in the ground, to bedrock, in a mound of stone, 2 Ft.
base, to top, with brass cap mkd,
T25N R1BW
Sis
/ AP B
MTWA
1995
Deposit a magnet 1n a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Cor. 15 located 1 1k. 5. of 4 strand bharbed wire fence, bears E.
and W.
8. 47°207 W., on line 8-9.
1.71 Point for AP 2, se:c, 1B.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to bedrock, in a mound cof stone, 2 ft.
base, to top, with brass cap mkd.
T25N R18W
Si8
APD
MTWA
1985

Form 3600-10a {November 1987) USDI-BL.M FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R, 1B W., Gila and Salt River Meridian, Arizona
CHAINS
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
Cor. is located 50 ft., E. of the 1line bet. secs. 13 and 18, on
the Mohave County right-of-way.
S. 0°15’ W., on line 9-10, parallel with the line bet. secs. 13
and 18, along the right-of-way granted to Mohave County.
38.80 Point for AP 10, sec. 18, on the E. and W. center line of sec.
18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
S AP MT
C
18 10 WA
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
From this cor. point, the 1/4 sec. cor, of secs. 13 and 18, on
the W. bdy. of the Tp., hereinbefore described, bears
N. 89°59F W., 0,75 chs. dist.
S. 0°14’ E., on line 10-11, parallel with the line bhet. secs. 13
and 18, along the right-of-way granted to Mohave County.
28.91 Point for AP 11, sec. 18B.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground, to bedrock, in a mound nof stone, 2 ft.
base, to top, with brass cap mkd.
T25N R1i8W
MTWA
AP11
S18
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Metes-and-Baunds Survey of the
Mount Tipton Wildernecs Area By,
T. 25 N., R. 18 W., G57'a and Salt River Meridian, Arizona

CHAINS

6.85

6.76

Cor. is lacated 50 ft., E. of the line bet. secs. 13 and 18, or
the Mohave County right-of-way.

AP 12 through AP 29, sec. 18, are Tocated N. of a track road; the
Mount Tipton Wilderness Area Bdy. is approximately parallel to
the center line of this track road at about a 3% ft. offset.

N. 47°51° E., on line 11-12,

Point for AP 12, sec 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
24 ins. in the ground, encircled with a collar of stone, with

brass cap mkd.

T25N R18W
MTWA
AP12

s18
1995

Deposit a magnet in a 1 x 1 x 2 ins., white plastic case beneath
the stainless steel post.

N. 67°277 E., on line 12-13.
Point for AP 13, sec., 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, encircled with a collar of stone, with
hrass cap mkd.

T25N R18W
MTWA

AP13

1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.

N. 76°27' E., on line 13-14,
Paint for AP 14, sec, 18B.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

24 ins. in the ground, encircled with & collar of stone, with
brass cap mkd.

Farm 9600-10a { November 19837} USDI-BLM FIELD NOTE PAPER



10 BOOK

Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy,
25 N., R. 1B W., Gila and Salt River Meridian, Arizona

THAINS

5.77

5.24

T25N R18W
MTWA
AP14

.——--—"--"\\~
s13
1985

Deposit a magnet in a 1 x 1 x 2 ins, white plastic case heneath’

the stainless steel post.

8, 83°29" E., an line 14-15.
Point for AP 15, sec 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
18 1ins. in the ground, to bedrock, in a mound of stone, © £+,
base, to top, with brass cap mkd.

T25N R1E8W
MTWA
AP15

s18
1995

Deposit a magnet ina 1l x 1 x 2 ins. white plastic case bHeneath
the stainless steel post.

N, B5°26" E., on line 15-16.
Point for AP 16, sec 18,

Set a stainless stee?l post, 28 ins. long, 2 1/2 ins. diam.,
25 ins. in the ground, encircled with a enllar of stone, with
brass cap mkd.

T25N R18W
MTUWA

AP16E

518
1995

Deposit a maghet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

N. 707387 E., on line 16-17.

Form 9600-10a { Movember [987) USDI-BLM

FIELD NOTE PAPER
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Metes-and-Bouncds Survey of the
Mount Tipton Wildernesz Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizcna

CHAINS
6.47 Fao‘nt for AP 17, sec. 18.
Se* a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to bhedrock, in a mound of stone, 2 ft.
hase, to top, with bhrass cap mkd.
T25N R18W
MTWA
e
518
19595
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
N. G2°37 E., on line 17-18,
5.56 Point for AP 18, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to hedrock, in a mound of stone, 2 ft.
hase, to top, with hrass cap mkd.
T25N R18W
MTWA
AP18
518
1595
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
N. 53°51' E., on line 18-19,
2.61 Point for AP 19, sec. 18.
Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
21 4dns. in the ground, encircled with a collar of stone, with
brass cap
T25N R18W
MTWA
AP19
S18
1995
Deposit a maghet in a @ x 1 x 2 ins. white plastic case beneath
the stainiess steel post.

Form 9600-i0a (November 1987) USTH-BI.M FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.

T. 25 N., R, 18 W., Gila and Salt River Meridian, Arizona

CHAINS

4,57

7.66

N, §9°11f E., on Tine 19-20.
Point for AP 20, sec. 18,

Set a stainless steel post, 28 ins. long, 2 1/2 1ins. diam.,
21 ins. 1in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N Rlgy,
MTWA
APZ20
s18
1995

Deposit a magnet inal x 1 x 2 ins. white plastic case beneath
the stainless steel post.

N. 45°29f E., on line 20-21.
Point for AP 21, sec. 18.

Set a stainless steel post, 28 ins. Jong, 2 1/2 ins. diam.,
2i ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T2EN RiBW
MTWA
APZ21
518
1595

Deposit a magnet inh a 1l x 1 x 2 ins. white plastic case bheneath
the stainless steel post.

N. 45°04° E., on line 21-22.
Point for AP 22, sec. 18,

Set a stainless steel post, 28 ins., long, 2 1/2 ins. diam.,
2l ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N R1&8W
MTWA
AR22
S18
1995

Form 9600-10a (November [987) USDI-BLM FIELD NOTE PAPER
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Metes-and-Bouncds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet ina 1l x 1 x 2 ins. white plastic case beneath
the stainless steel post.
N. 66°107 E., on line 22-23.
5.98 Point for AP 23, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
MTWA
AP23
518
1995
Beposit a maghet ina l x 1 x 2 ins. white plastic case bheneath
the stainless steel post.
N. 38°34F E., con lire 23-24.
2.51 Point for AP 24, sec. 18,
Set a stainless steel post, 2B ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
MTWA
AP24
518
1985
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
N, Bz°14f E., on line 24-25,
3.22 Point for AP 25, sec. 18, on the E. and W. center Yine of sec.
18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

Form 9600-10a November 1987} USDI-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

LCHAINS
TZ5N R18wW
MTWA
APZ2S
C c
s18
1965
Deposit a magnet in a @ x 1 x 2 ins. white plastic case beneath
the stainless steel post.
From this cor. point, the 1/4 sec. cor. of secs. 17 and 18,
hereinhefore described, hears S. 89°59" E., 17.52 chs. dist,
N. 5C°41’ E., on line 25-286,
7.19 Point for AP 26, sec. 1B.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
hrass cap mkd.
TZ25N R18W
MTWA
AP26
g18
1995
Deposit a magrnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
M. 70°22' E., on line 26-27.
4.43 Point for AP 27, sec. 18,
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam,,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
MTWA
AP27
518
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

Farm 9600- H}a (November 1987) USDE-HLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Ares Bdy.
T. 256 N., R. 1B W., Gila and Salt River Meridian, Arizona

CHAINS

N. 44°16° E., on line 27-28.
5.04 Point for AP 28, sec. 18.

Set a stainless steel post, 28 ins. long, 2 /2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

TZ5N R18W
MTWA
AP28
s18
1995

Deposit & magnet inma 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

N, 52°54" E., on line 2B-29.
5.39 Point for AP 29, sec. 18, on the line bet. secs. 17 and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground, to bedrock, in a mound of stone, 3 ft base
to top, with brass cap mkd.

T25N R18W
MTWA
AP29
S17
sia
1595

Deposit a magnet ina 1l x 1 x 2 ins. white ptastic case beneath
the stainless steel post.

From this cor. point, the cor. of secs. 7, 8, 17 and 18,
hereinbefore described, hears N. 97107 £., 27.08 chs. dist.

AP 30 through AP 49, sec. 1B, are located S. of a track road; the
Mount Tipton Wilderness Area Bdy. is approximately parallel to
the center line of this track road at about a 35 ft. offset.

From the point for AP 30, sec. 18, on the line bet. secs. 17 and
18,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
1% ins. in the ground, to bedrock, in a mound of stone, 3 ft base
to top, with brass cap mkd.

Form 9600-10a {November 19871 USDi-BLM FIELD NOTE PAPER
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Metes-and-Brounds Survey of the
Maunt Tipton Wilderness Area Bdy.
T. 25 N., R. i8 W., Gila and Salt River Meridian, Arizcra

CHAINS

6.95

TZ5N R1gW
818
817
AP30Q
MTWA
1985

Deposit a magnet ima 1l x 1 x 2 ins. white plastic case beneath

the stainless steel post.

Fram this cor. point, the 1/4 sec. cor. of secs. 17 and 18,
hereinbefore described, bears §, 0°10" W., 11.85 chs. dist.

S. 42*46" W., on line 30-31,
Point for AP 31, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. ir the grounrd, encircied with a collar of stone, with
brass cap mkd.
T25N R18W
S18
AP31
MTWA
1685

Deposit a magnet in a1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.

S. 477447 Y., on line 31-32.
Point for AP 32, sec 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
2l ins. in the grourd, encircled with a collar of stone, with
brass cap mkd,

TZ25N R1BW
sig
AP32
MTWA
1985

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

S. B4°31’ W., on Tine 32-33.

Form 9600-F0a (November 1987) USDI-BLM
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., B. 18 W., Gila and Salt River Mericdian, Arizona

CHAINS |
5.30 Point for AP 33, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. ciam.,
21 ins. in the ground, encircled with a collar of stone, with
brass cap mkd. '
T25N R18W
518
AP33
MTWA
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case benheath
the stainless steel post.
3. 61°007 W., on line 33-34.
1.83 Point for AP 34, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 1ins. in the greound, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
Deposit a magnet in a 1 x 1 x 2 ins., white plastic case beneath
the stainless steel post.
S, 39°54° W., on line 34-35.
2.29 Point for AP 35, sec. 18, on the E. and W. center Tline of sec.
18,
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 dns. in the ground, encircled with a coellar of stone, with
brass cap mkd.
T25N RisW
818
C
AP35
MTWA
1595

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS

4.97

2.73

4.49

Deposit a magnet in a1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.

From this cor. point, the 1/4 sec. cor. of secs. 17 and 18,
hereinbefore described, bears S. B9°5%* £., 15.04 chs. dist.

S, 56°48F W., on line 35-36.
Point for AP 36, sec. 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N R18W
S1i8
AP36
TWA
1595

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainiess steel post.

S, 40°08" ¥W., on line 38-37.
Point for AP 37, sec. 18,
Set a stainless steel post, 2B ins. long, 2 1/2 ins. diam.,
21 dns. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
S18
AP37
MTWA
1995

Deposit & magnet ina 1l x 1 x 2 ins. white plastic case beneatt
the stainless steel post.

S, 66°397 W., on line 37-38.
Point for AP 38, sec. 18,
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

24 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
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CHAINS

5.70

7.50

3.29

T25N R18W
518
AP38
MTWA
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

5. E1°32F W., on Jine 38~-39.
Point for AP 39, sec. 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N R18W
sS18
AP39
MTWA
1995

Deposit a magnet in a1 x 1 % 2 ins. white plastic case bheneath
the stainless steel post.

S, 48°157 V., con line 39-40.
Point for AP 40, sec. 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
£ ins. in the ground, encircled with a collar of stone, with
hrass cap mkd.

T25N Rlaw
s18
AP4D
MTWA
1995

Deposit a magnet inh a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

S. 53°06" W., on line 40-41.

Point for AP 41, sec. 18,
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CHEATINS

5.82

7.46

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
23 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N R138W

518

//,//i;dl
MTWA
1995

Deposit a magrnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.

S. 57°28" W., on Tine 41-42.
Foint For AP 42, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
24 ins. in the ground, encircled with 3 collar of stone, with
brass cap mkd.
T25N R18W
Si8
AP42
MTWA
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case bheneath
the stainless steel post.

S. 63°29f W., on line 42-43.
Point for AP 43, sec. 18,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 4dns. in the ground, encircled with a ccilar of stone, with
brass cap mkd.

T25N R18W
S18
Ap43
MTWA
1995

Deposit a magnet in & 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

S, 71°5%’ W., on line 43-44,.
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T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona
CHAINS
5.03 Point for AP 44, sec. 13.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
25 ins. in the ground, encircled with a collar of stone, with
brass cap mkd. '
T25N R18YW
‘y
AP44
MTWA
1985
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S, B5"11f W., aon Tine 44-45.
5.51 Point for AP 45, sec. 18.
Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
21 ins. in the ground, encircled with a collar of stone, w'th
brass cap mkd.
T25N R18W
518
-\.’_______——
AP45
MTWA
1995
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
N, B2°20' W., on line 45-46,
5.52 Point for AP 46, sec. 18.
Set a stainless steel post, 28 irs. Tlong, 2 1/2 ins. diam.,
21 dns. in the ground, encircled with a collar of stone, with
brass cap mkd.
Form 9600-10a {November 1987} USDI-BLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizona

CHAINS
TZEN R18W
s18
/’-—'\
AP4G
MTWA
1995
Deposit a magnet in a1l x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S, 77°07" W., on Yine 48-47,
6.74 Point for AP 47, sec. 18.
Set a stainless steel pest, 28 ins. long, 2 1/2 ins. diam.,
21 ims. in the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
s1i8
APAT
MTWA
1995
Deposit & magret in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
5. 67°26" W., on line 47-48B.
6.692 Point for AP 48, sec. 18,

! Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 “ns. in the ground, enrncircled with a cellar of store, with
brass cap mkd.

T25N Ri8W
518
AP4B
HMTWA
1995
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case bereath
the stainless steel post.
g, BO°06" W., on line 48-49,
1.90 Point for AP 49, sec. 18,
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Metes—-and-Bounds Survey of the
Mount Tipton Wilderness Area By .
T. 25 N., R. 1B W., Gita and Salt River Meridian, Arizona

CHAINS
Set a stainless szteel post, 2B ins. long, 2 1/2 ins. diam.,
25 ins. in the ground, encircled with a collar of stone, with
hrass cap mkd,
T25N R18W
sle
AP49
MTWA
1955
Deposit a magnet ina 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
Cor. s Tocated 50 ft., £. of the line het. secs. 13 and 18, on
the Mohave County right-of-way.
S. 014" W., on line 49-50, parallel with the Tine bet. secs. 12
and 18, along the Mohave County right-of-way.
9.48 Point for AP 50, sec. 18, on the line het. secs. 183 and 1%.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
25 {ns. in the ground, encircled with & co’llar of stone, with
brass cap mkd.

TZ5N R1BW
S18 | MTWA
AP50

s19
1995

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

From this cor. point, the cor. of secs. 13, 18, 19 and 24, on the
W. hdy. of the Tp., hereinhefare described, bhears 5. 89°59" W.
0.76 chs. dist,

In Sec. 30

AP 1 through AP 11, sec. 30, are located S. of a track road; the
Mount Tipton Wilderness Area Bdy. is approximately parallel to
the center line of this track road at ahout a 35 ft. offset.

from the point for AP 1, sec. 30., on the line het. secs. 19 and
30.
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r
I

CHAINS

5.28

2.73

Set 3 stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, encircled with a3 collar of stone, with
brass cap mkd.

T25N R18W
g19

83;:
AP1

MTWA
1935

Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

From this cor. point, the 1/4 sec. cor. of secs. 19 and 30C,
hereinbefore cdescribed, bhears N. 89°52" E., 9.53 chs. dist.

S. 76737 W., on line 1-2.
Point for AP 2, sec. 30.

Set a stainless steel post, 28 irs. long, 2 1/2 ins., diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N R18W
530

AP2
MTWA
15985

Deposit a magnet ina 1l x 1 x 2 ins. white plastic case beneath
the stainless steel post.

S. B6%417 W., on line 2-3,
Point for AP 3, sec. 30.
Set a stainless steel post, 2B ins. long, 2 1/2 ins. diam.,

22 ins. in the ground, encircled with a collar of stone, with
hrass cap mkd.
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T. 25 M., 8. 18 W., Gila and Salt River Meridian, Arizona
CHAINS
T25N R1&W
S30
AP3
MTWA
1985
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case heneath
the stainless steel post.
S, 47°35" W., on line 3-4,
2.21 Point for AP 4, sec. 30.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. ir the ground, encircled with a collar of stone, with
brass cap mkd.
T25N R18W
S30
AP
MTWA
1995
Deposit a magnet in a L x 1 x 2 ins. white plastic case beneath
the stainless steel post.
5., 70°50' W., on line 4-5,
3.32 Point for AP 5, sec. 30.
Set a stainless steel post, 2B ins. long, 2 1/2 dins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
hrass cap mkd,
T25N R18W
APB
MTWA
1995
Deposit a magnet in a1l x 1 x 2 ins. white plastic case heneath
the stainless steel post.
S. 75°22° W., on line 5-6.
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CHAINS

4.29

3.27

6.79

Point for AP 6, sec 30.

Set a stainless steel post, 28 ins. "ong, 2 1/2 ins. diam.,
23 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T25N Riaw
530

APB
MTWA
1995

Deposit a maghet inal x 1 x 2 ins. white plastic case beneath
! the stainiess steel post.

S, 71°00° W., on line 6-7.
Point for AP 7, sec. 30.
Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
22 ins. ir the ground, encircled with a cellar of stone, with
brass cap mkd.
T25N R18W

S30

APT

MTWA

1955

Deposit a magnet ina 1l x 1 x 2 ins. white plastic case beneath
the stainless steel post.

S. 64°22° W., on line 7-8,
Point for AP 8, sec. 30.

Set a stainless steel post, 28 ins. 'ong, 2 1/2 +ins. diam.,
22 ins. in the ground, encircled with a ¢ollar of stone, with
brass cap mkd.

T25N RigW

230 -
APB
MTWA
19395
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T. 25 N., R. 18 W., Gila and 5alt River Meridian, Arizonha

CHAINS
Deposit a magnet irn a 1 x 1 x 2 ins. white plastic case Leneath
the stainless steel post.
N, 88°55" W., on line 8-09.
2.03 Point for AP 9, sec. 30. )
Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
22 ins. in the ground, encircled with 3 collar of stone, with
brass cap mkd.
T25N R18W
S30
APS
MTWA
1995
Deposit a magnet in & 1 x 1 x 2 ins. white plastic case beneath
the stainltess stee?l post.
N. 36°107 W., on line 2-10,
2.42 Point for AP 10, sec. 30.
Set a stainless steel post, 28 ins, long, 2 1/2 ias. diam.,
21 ins. ir the ground, encircled with a collar of store, with
brass cap mkd.
T25N Ri8W
<30
AP10
MTWA
1995
Deposit a magnet inm a @ x 1 x 2 ins. whi*te plastic case beneath
the stainless steel post.
N. 697137 W., on line 10-11.
1.02 Point for AP 11, sec. 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of store, with
hrass cap mked.
{"orm 9600-10a {November 1987) USDI-RLM FIELD NOTE PAPER
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Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bdy.

T. 25 N., R. 18 W., Gila and Salt River Mericdian, Arizona

T eHaNs
TZEN R18W
530
i
I
[ AP1
MTWA
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
S. 0"06° W., on line 11-12.
32.60 Point for AP 12, sec, 18B.
Sat a stainless stee? post, 28 ins. Tong, 2 1/2 ins. dfam.,
24 ins, in the ground, encircled with a collar of stcne, with
hrass cap mkd.
T25BN RIGW
S30
AP12
MTWA
1995
Deposit a magnet in a 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.
§. 0°357 E., on line 12-13,
iz2.97 Paint for AP 13,

Set a stajinless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

Deposit a magrnet inma 1 x 1 x 2 ins. white plastic case beneath
the stainless steel post.

S. 0°55F W., on line 13-14.

Form 9600-10a {November [987) USDN-BLM

FIELD NOTE PAPER



- BOOK 5526

Metes-and-Bounds Survey of the
Mount Tipton Wilderness Area Bay.
T. 25 M., R. 1B W., Gita and Salt River Meridian, Arizcna

CHA]N;;

26.78 AP 14, ‘dentical with the cor. of secs. 25, 30, 31, ard 26, or
the W. bdy. of the Tp., hereinbefore described.

GENERAL DESCRIPTICN

The area embraced by this survey varies from mountaincus along
the &th Star. Par. N., to nearly level on the 5th Guide Mer. W,
The heart of the Mount Tipton Wilderness Area, which is part cf
the Cerhat Mountains, Ties in the centra?l porticr of the
township.

The post ofFice in Dolar Springs, a settlement with less than one
thousand inhabitants lies approximately 2 miles west of the
northwest cor. of the township.

Elevations vary from abcut 3500 ft. to 500G ft. above sea lewval,
Sandy loam and native grasses dominate the lower elevations.
Juniper and pinyon pine are the predominant species at the higher
elevations.

The Mount Tipton Water Company leases a right-of-way and & water
tank site2 necessary for water delivery in section 6. Indian
Springs, a perennial sourse ofF water Ties in secticn 17.

Description of the Mount Tipton Wilderness Area Bdy.,
T. 25 N., R. 18 W., Gila and Salt River Meridian, Arizong

The following description is for informaticnal purposes only.

Beginning at Angle Paint i, sec. 1, didentical with Angle Pzint 24,
sec., 36, T. 26 N., R. 18 W., on the N. bdy. of the Tp,

thence S. 68°55%° W., 7.89 chs. diz%t., to Argle Point 2, ses, 1;

thenze N. 74°47' W., 10.66 chs. dist., to Angle Point 3, sec. 1,
‘dentical with Angle Point 5, sec. 36, T. 26 N., R. 18 W.,
cn the N. bdy. of the Tp.

From Angle Roint 4, sec. 1, identica’ with Angle Point 11, sec.
36, T. 26 N., R. 18 W., on the N. hdy. of the Tp.

thence S, 74°53° W,, 2.28 chs. dist., to Angle Point 5, sec. 1;
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T. 25 M., R. 18 W., Gila and Salt River Meridian, Arizons
CTHAINS
thence N. 68°24' W., 1.753 chs. dist., to Angle Point 6, zec. 1,
identical w th Angle Point 12, sec. 30, T. 26 N., R, 18 W.,
on the N. hdy. of the Tp.
From Angle Point 1, sec. 6, on the N. bdy. of the Tp.
therece S, 0°01" W., 0.7 chs. dist., to Angle Point 2, sec B;
thence 5, B9°247 W,, 1.00 ch. dist., to Angle Point 2, sec. 6;
thence S, N°28’ £,, 2.5! chs. dist., tc Angle Pocint 4, cec, 6
thence 8. 89°32’ W., 1.89 chs. dist., to Angle Point 5, sec., &§;
thence N. 0°287 %., 2.51 chsz, dist., to Angle Point &, sec. 6;
thence $. 89°24' W., 12.12 chs. dist., iz Angle Point 7, sec. 6,
on the W, bdy of the Tp.;
thence S. 0°01' W., 39.39 chs. dist., bhet. secs. 1 and 6, on the
W. bdy. of the Tp., to the 1/4 sec. cor. of secs. @ and &;
thence S. 0"1l' E., 27.31 chs. dist., bet. sacs. 1 and &, o the
¥, hdy. of the Tp., to Angle Point B, sec. &;
thence 5. 13°30F E., 2.20 chs. dist., to Angle Point 5, sec. §;
thence 8. 0Q°27' W., ©.33 chs. dist., to Angle Point 10, sec. 6;
thence 5. 86°51F E., 6.98 chs. dist., to Angle Point 11, sec. 6;
thence S. 88°G6F E., 32.76 chs. dist., tc Angle point 12, sec. £,
identical with the 1/4 sec. cor. of secs, 6 and 7,
thence S. 39°8B37 E., 39.9¢ chs. dist., bet. zecs. & arnd 7, to the
true point for the cor. of secs. B, &6, 7, and &;
thence S, 0°03F W., 40.04 ohs, gt het, secs, 7 and 8, to the
1/8 zec. cor. of secs. 7 and 8;
thence S. 0°02' W., 39.93 chs. dist., bet, secs. 7 and 8, 1o the
cor, of secs. 7, 8, 17, and 18, identical with Angle Point
1, sec. 18;
thence §. B89°52’ W., 20.26 chs. dist., to Angle Point 2, sec. 18;
thence S. 0°19° W., 1.13 chs. dist., tc Angle Point 3, sec. 18;
thence 5. 89°36’ W., 1.32 chs. dist., to Angle Point 4, sec. 18;
thence N, 3°51" W,, 1.16 chs. dist., to Angle Point 5, sec. 18;
thance S, 997457 W., 6.47 chs., dist., to Angle Point 6, sec. 18;
thence N. 89°BA’ W., 24.69 chs. dist., toc Angle Point 7, sec. 18;
thence N. 82°567 W., 25.31 chs. dist., to Angle Point 8, sec. 18;
thence 5. 47°20*" W., 1.71 chs. dist., to Anglie Point 9, sec. 18;
thenca S. 0°15F W., 38.80 :hs. dist., to Angle Point 10, sec
1B ot the E. and W. center line of sec. 18;
thence 5. 0°14F E., 28.91 chs. dist., to Angle Point 11, sec
18;
thence N. 47°517 E., 1.25 chs. dist., to Angle Point 12, s&c
18;
thence N, 87°27F E., 5£.85 chs, dist., to Angle Point 13, sec
18;
thence M. 76°27F E., 6.76 chs. dist., to Angle Point 14, sec
18;
thence §. 83°29fF E., 5.77 chs. dist., to Angle Point 15, sec.
18;
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thence M, 8%°26F E., 5.24 chs. dist., to Angle Paint 16, sec
18; i

thence N. 70°38f E., 6.47 zhs. dist., to Angle Point 17, sec.
13

thence N. 82°37' E., 5.96 chs. dist,, to Angle Point 18, sec
18;

thence N. 80°51’ E., 2.81 chs. dist., to Angle Point 13, sec.
18;

thence N. 59°11% %., 5,82 chs. dist., to Angle Paint 20, sec.
18;

thence N, 45°297 E., 4.57 chs. dist., to Angle Point 21, sec.
18;

thence N. 49°04" E., 7.66 chs, dist., to Angle Point 22, sec.
18;

thence N. 66°10’ E., ©5.98 chs, dist., to Angle Point 23, sec,
ig;

thence N, 38°34" E., 2.51 chs. dist., to Angle Point 24, sec.
18,

thence N. 52°14F E., 3.22 chs. dist., to Angle Point 25, sec.
18, on the E. and W. center line of zec. 18;

thence N. 50°41" E., 7.19 chs. dist., to Angle Point 26, sec.
18;

thence N. 70°22* E., 4.43 chs. dist., to Angle Point 27, sec
18;

thence N. 44°16° E., 5.04 chs. dist., to Angle Point 28, sec
18;

thence N. 52°547 E., 5.79 chs. dist., %o Angle Point 29, sec.
18, on the 1ine bhet. secs. 17 and 18;

thence N. D°10' E., 27.08 chs. dist., het. secs. 17 and 18, to
the cor, of secs. 7, 8, 17 and 13;

thence S. 89°47’ £., 39.87 chs. dist., bet. secs. 8 and 17, to
the 1/4 sec. cor. of secs. B and 17;

thence S. B9°40’ E., 39.80 chs. dist., bet. secs. 8 and 17, to
the cor., of secs. 8, 9, 16 and 17;

thence $. 0°03’ W., 40.02 chs. dist,, bet. secs. 16 and 17, to
the 1/4 sec. cor. of secs. 16 and 17;

thence N, B9°437 W., 19.93 chs, ¢dist., on the E. and W. center
1ine of sec. 17, to the center E. 1/16 sec. «cor. of sec. 17;

thence N. 0°05’" E., 20.01 chs. «dist., on the N. and S. center
Tine of the NE 1/4 of sec. 17, to the NE 1/1f sec. cor. of
sec. 17;

thence N, 89°42’ W., 19.91 chs. dist., onh the E. and W. center
line of the NE 1/4 of sec. 17, to the center N. 1/1& sec.
cor. of sec. 17;

thence S. 0°07" W., 20.02 chs. dist., on the N. and S. center
Tine of sec. 17, to the center 1/4 sec. cor, of sac. 17;

thence N. 89°43" W., 39.91 chs, dist., on the E. and W, center
line of sec. 17, to the 1/4 sec. cor. of secs. 17 and 18;

thence N. 0°10° E., 11. 85 chs. cdist., het, secs. 17 and 18, to
Angle Point 30, sen.l1B;
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therce S, 42°46° W., 3.06 chs., dist., to Angle Point 31, sec
thenciaé. 477447 W., 6,95 chs, dist., to Angle Point 32, sec.
thencisé. £4°31°7 W., 65.30 chs. dist., to Angle Point 23, sec.
thencigé. 51°00° W., 1.83 chs. dist., to Angle Point 24, sec.
18;

thence S. 39°54* W., 2.29 chs. dist., to Angle Point 35, sec.
18, on the . and W, center line of sec. 18;
thenca §. 56°48°7 W., 4.97 chs. dist., to Angle Point 36, sec.

thencgaé. 40°08° W., 2.73 chs. dist., to Angle Point 37, sec.
thencéaé. £6°397 W., 4.49 chs. dist., to Angle Point 38, sec.
thencégé. 51°32' W., 5.70 chs. dis*., to Angle Point 39, sec.
thencéaé. 48°15* W., 7.50 chs., dist., to Angle Point 4C, sec.
1g.
thencésé. 53°067 W., 2.29 chs. dist., to Angle Point 41, sec,
thenciaé. 57°28" W., §5.82 chs. dist., tc Angle Point 42, sec.
thencgeé. 63"29" W., 7.46 chs. dist., to Angle Point 43, sec.
| thencisé. 71°55" W., 5.03 chs. dist,, to Angle Point 44, sec.
| theac%aé, §5°11" W., 5.51 chs. dist., tc Angle Point 45, sec.
thencisﬁ. 82°20' W., 5.52 chs. dist., to Angle Point 46, sec.
thenciaé. 77°07" W., 6.74 chs. dist., to Angle Point 47, sec.
thencéeé. B7°26" W., 6.69 chs. dist., to Angle Point 48, sec.
! thenc%Zé. 50°06 W., 1.90 chs. dist., to Angle Paint 49, sec.

theres S, 07147 W., 9.88 chs. dist., to Angle Pocint B0, sec,
18, on the line bet. secs. 18 and 19;

thenc= N, B9°59° E., 39.16 chs. dist., het. secs. 18 and 19, to
the 1/4 sec., covr, of secs. 18 and 19;

thence S, B89°597 £., 40.05 chs. dist., bet. secs. 18 and 19, to
the cor. of secs. 17, 18, 19, and 20;

thence . 0°03" E., 35.92 chs. dist., bet. secs. 12 and 20, to
the 1/4 sex, cor, of secs. 1% and 20;

thence S, 0°07F W., 39.99 chs, dist., het., secs. 19 and 20, to
the cor, of secs, 19, 20, 29, and 30;

thence S. B89°58' W., 40.02 chs. dist., het. secs. 19 and 30, to
the 1/4 zec. cor. of secs. 12 and 30;

i
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thence 5. 8%°%2" W., 9.53 chs. dist., bet. secs. 1% and 30, to
angle Point 1, sec. 30;

thence §. 76°377 W., 5.2B chs. dist., o Angle Pgint 2, sec. 30;

thence §. B66°417 W., 2.72 chs. dist., to Angle Point 3, sec. 304

thence S, 47°357 W., 2.21 chs. dist., tc Ang’e Point 4, sec. 30;

thence S. 70°B0O’ W., 3.32 chs. dist., to Angle Point 5, sec. 30,

thence §. 75°22" W., 4.29 chs. dist., to Angle Point 6, sec. 30;

thence S, 71°007 W., 3.27 chs. dist., tc Angle Point 7, sec, 30;

thence S. 64°22" W., 6.7% chs. cist., to Angle Point 8, sec. 30;

thence N, 88°85' W., 2.03 chs. <ist., to Angle Point 9, sec. 30;

thence N. 36°10F W., 2.42 chs. dist., to Angle Paint 10, sec.
20;

thence M, 69°13r W., 1.02 chs. dist., to Angle Paint 11, sec.
30,

thence §. 0°06" W., 32.60 chs. dist., to Angle Point 12, sec.
30;

thence . 0°357 E., 12.%7 chs. dist., to Angle Point 13, sec.
3G;

thence 8. ©0°557 W., 26.78 chs. dist., to Angle Pocint 14,
identical with the cor. of secs. 2%, 30, 31, and 35, on the
W. bdy of the Tp.

thence S, 07107 F., 139,88 chs, dist., het. secs. 31 and 35, on
the W. hdy of the Tp., to the 1/4 sec. cor. of secs. 31 and
36;

thence S, 0°10' W., 40.00 chs. dist., het. secs. 31 and 36, on
the W. bdy of the Tp., to the stan. cor. of Tps., 25 N.,
Rs. 18 and 19 W,

From Angle Point 12, sec. 6, T. 24 N., R, 18 ¥., on the S. hdy.
of sec. 31, on the S. bdy. cf the Tp.

thence West, 4.48 chs. dist., on the S. hdy. of sec. 31, to the
stan. £. 1/16 sec. cor. of sec. 31.

thence N. 0°02f E., 20.05 chs. cist,, on the N. and S. center
Yine of the SE 1/4 of sec. 31, to the SE 1/16 sec. car. of
sec. 31.

therce S. B9°537 E., 19.97 chs, dist., an the E. and W. center
1ine of the SE 1/4 of sec. 31, t¢ the S. 1/1€ sec. cor. of
secs. 31 and 32.

thence 5. 0"01" E., 20.035 chs. dist., bhet. secs, 31 and 32 fo
“%= gtan. cor. of secs. 31 and 32, cn the S. hbdy. of the Tp.

thence West, 12.21 cts. dist., on the 5. hidy. of sec. 31, to
Angle Paint 13, sec. 6, T. 24 N., R. 18 W,
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The following parcels in this township are excluded from
Mountain Tipton Wildernezs Area,

in sec. 4; Sw 1/4 of the NW 1/4
in sec., 20; SE 1/4 «F the SE 1/2
in sec. 33; ALL

the
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CERTIFICATE OF SURVEY

I, Gordon R. Bubel, Cadastral Surveyor, HEREBY CERTIFY upon honor that, in pursuance
of Special Instructions bearing date of the 8th day of April, 1884, I have
dependently resurveyed portions of the Sixth Standard Parallel North, through Range
18 West, portions of the Fifth Guide Meridian West, through Township 25 North, and a
portion of the subdivisional lines, the subdivision of sections 17, 18 and 31, and
the metes-and-bounds survey of the Mount Tipton Wilderness Area Boundary, in Township
25 North, Range 18 West, of the Gila and Salt River Meridian, in the State of
Arizona, which are represented in the foregoing field notes as having been executed
by me and under my direction; and that said survey has been made in strict conformity
with said special instructions, the Manual of Instructions for the Survey of the
Public Lands of the United States, and in specific manner described in the foregoing
field notes.

Ty B, 1929 //L/’Z R 7’5@&;/

{Date) {Cadastral Surveyor)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Arizona State Office
Phoenix, Arizona

The foregoing field notes of the dependent resurvey of portions of the Sixth Standard
Parallel North, through Range 18 West, portions of the Fifth Guide Meridian West,
through Township 25 North, and a portion of the subdivisicnal lines, the subdivision
of sections 17, 18 and 31, and the metes-and-bounds survey of the Mount Tipton
Wilderness Area Boundary, in Township 25 North, Range 18 West, Gila and Salt River
Meridian, Arizona, executed by Gordon R. Bubel, Cadastral Surveyor, having been
critically examined and found correct, are hereby approved.

7/22 [5¢ m béokg—»wén.

(Date) ~ (Chief Cadastral Surveyor of Arizona)

CEAOTTETCATE OF TRAMOSNDTIDT
ot rofrr e ot Am AT =T

I CERTIFY that egoing transcript of the field notes of the above~described
surveys in T. 25 N., R. Gila and Salt River Meridian, Arizona, is a true copy
of the original field notes.




